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Grade 8.8
Allen-head screw; 
M10*60

Grade 8.8
Allen-head screw; 
M10*35
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MAXIMUM TORQUE OF THREADED 
CLAMP FASTENER DURING
INSTALLING = 50-55 Nm
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ASSEMBLYB
The assembly of the elements on the grounds is carried out in the following sequence:

PREASSEMBLY OF ELEMENTS

POSITIONING OF THE GROUNDS
The grounds are marked along the centers 
of the vertical columns in accordance with 
the scheme of the complex

PREPARATION OF HOLES FOR COLUMNS

Element assembly using 
clamps must be carried out 
on a specially prepared 
surface to avoid damaging 
the paint-and-lacquer 
coating.

A gap of 5-6 mm must be 
left during preassembly of 
elements

b



CHECKING VERTICALITY AND ANCHORING COLUMNS
a b

CONCRETE POURING

Curb
stone

c

a

CHECKING HORIZONTALITY AND       
    FASTENING ELEMENTS

b
Securing the horizontal 
bar: first, tighten the DIN 
60 screw

c
Then tighten
the DIN 35 screw

MAXIMUM TORQUE OF THREADED 
CLAMP FASTENER DURING INSTALLING 
= 50-55 Nm

INCORRECT

No gap must be left 
between the parts of the 
clamp at the horizontal 
beam attachment point
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